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1. General Specifications

LCM General Information

Item Specification Unit
LCD Size 7.0 inch
Number of Pixels 1024 (H) RGB x 600 (V) pixels
Display Mode Normally Black -
Viewing Direction Free o’ clock
Interface LVDS -
Display Colors 16.7M colors
Outline Dimension 168.92 (H) x 109.66 (V) x 6.27 (D) mm
Active Area 154.21 (H) x 85.92 (V) mm
Pixel Pitch 0.1505 (H) x 0.1432 (V) mm
Driver IC HX8696+HX8282 -
Operation Temperature -30~85
Storage Temperature -30~85
Note1:Requirements on environmental protection RoHS compliant.
2. Absolute Maximum Ratings
Item Symbol MIN. MAX. Unit Note
Analog Supply voltage VDD -0.3 5.0 \Y Note 1

Note 1:Permanent damage may occur to the LCD module if beyond this specification.
Functional operation should be restricted to the conditions described under normal operating

conditions.
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3. Elecrical Characteristics
3.1 Recommended Operating Condition for TFT LCD

Item Symbol Min. Typ. Max. Unit Note
Analog Supply voltage VCC 3.0 3.3 3.6 \%
Analog supply current Ivee - TBD - mA VCC=3.3V
VIH 0.7*vCC - VCC \Y
Logic input voltage
VIL GND - 0.3*VCC \

3.2 Recommended Driving Condition for Backlight

Item Symbol Min. Typ. Max. Unit Note
Driving Current Ir - 250 - mA
Driving Voltage VE 13.5 - 17.0 Vv
Power consumption WaL 3.375 - 4.250 w
LED Life-Time N/A 30,000 50,000 - Hours Ta=25'C
Note 1

Note 1:LED lifetime is defined as the module brightness decay 50% of original brightness at Ta=25 degree,

typical current.

Note 2:LED circuit :

e LED 1-
s LED 2-
ED 4+ T et LED S
v LED 4-
e LED 5-
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4. Interface Pin Assignment

LCM Pin Assignment

No. Symbol Description
1 A1 Power for LED backlight (Anode)
2 K1 Power for LED backlight (Cathode)
3 K2 Power for LED backlight (Cathode)
4 NC No connection
5 K3 Power for LED backlight (Cathode)
6 K4 Power for LED backlight (Cathode)
7 K5 Power for LED backlight (Cathode)
8 NC No connection
9 NTC+ Thermistor pin1
10 NTC- Thermistor pin2
11 NC No connection
12-13 VCC Power Supply
14-16 GND Ground
Standbymode & Normally pulled high.
STBYB = *1”, normal operation
17 STDBY STBYB = *“0", timing controller, source driver will turn off, all output are High-Z
18 LR Horizontal inversion (Note 1)
19 uD Vertical inversion (Note 1)
20 NC No connection
21 GND Ground
22 LVDS_Rx_IN3+ | +LVDS differential data input
23 LVDS_Rx_IN3- | -LVDS differential data input
24 GND Ground
25 LVDS_CLK_IN+ | +LVDS differential clock input
26 LVDS_CLK_IN- | -LVDS differential clock input
27 GND Ground
28 LVDS_RX_IN2+ | +LVDS differential data input
29 LVDS_RX_IN2- | -LVDS differential data input
30 GND Ground
31 LVDS_RX_IN1+ | +LVDS differential data input
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32 LVDS_RX_IN1- | -LVDS differential data input

33 GND Ground

34 LVDS_RX_INO+ | +LVDS differential data input

35 LVDS_RX_INO- | -LVDS differential data input

36 GND Ground

37 RST Global reset pin
38 GND Ground

39 NC No connection
40 GND Ground

Note 1: When L/R=0 set right to left scan direction
When L/R=1 set left to right scan direction
When U/D=0 set bottom to top scan direction
When U/D=1 set top to bottom scan direction

5. Interface Characteristics

5.1 Power On-Off Sequence Timing

=16 ms

|.|_.. Power ON Sequence =% » Power OFF Sequence
VDD
Tror < 20 m
AVDD ;
STBYB
1 2 3 4 5 6 71 8 2 10 11 12 13 o230 4.8 6.8
VSD
(LVDSITTL)
VS| =2VS L 2VE
Soc’u‘i;’i 00H Normal Display 00H } 0OH
Black
Pattern
!
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5.2 DC Electrical Characteristics

LVDS mode (Receiver Differential Input: PINDO~PINDJ, NINDO~NIND3, PINC, NINC)

Parameter Symbol Min Typ. Max Unit Conditions
Differential input high RxVTH 0.4 0.2 IVID| vV
threshold voltage RyVCM=1.2V
Differential input low ’
threshold voltage sl Ltk U2 U ¥
Input voltage range RxVIN 0 19404 94 Vv
(singled-end) i ’
Differential input common
mode voltage RxVCM |VID)2 1.2 2.1-VIDy/2 v
Differential input voltage [VID| 0.2 0.4 0.6 Vv
Differential input leakage .
et RVxliz -10 0 +10 uA
RS Speeie: | gk 8 22 30 mA Fok=65MHz,VDD=3,3V
ks %‘9“3' Standby [ \puds 0 200 300 uA Clock & all Functions are stopped
urrent
Single end signals
PINDx-NINDx=-|VID|<RxTL = LOW
NINDx I _T_ _
RxveM — o - S © S _ | Differentiall \:{:g;ul Voltage
) I
: L N %
it ' PINDx-NINDx=[VID|>RxVTH = HIGH | Ryycm
: +

Differential signals : ;

PINDx-NINDx

DV —
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5.3 AC Electrical Characteristics

LVDS mode
Parameter Symbol Min Typ. Max Unit | Conditions
Clock frequency RxFCLK 262 51.2 71 Mz | Tywical valus for 10247600
resolution
|VID|=400mv
. " RxVCM=1.2V
Input data skew margin TRSKM 500 500 1(2*RxFCLK) PS | RkFCLK=71MHz
VDD_LVDS=3.3V
Clock high time TLVCH 4/(7xRxF CLK) ns
Clock low time TLVCL 3/(TxRxF CLK) ns
VSD setup time TenPLL 0<TenPLL<150 us
I |
Iﬂ 1/RxFcL :]
PINC | I | |
I I
NINC — l J
revious
i T 1 Cycle vl
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3V

vob — | TenPLL

Internal Clock l;ﬁiiiiiiﬁﬁj

i 1/RxrcL |
I LI I L] I L 1 1
I [ [ P [ I
CLK I o I o I I
I | ] | | 1 | ] | T T T T T T |
]
DATA —:- g "
Rspos (min) :-ﬁ o P T T T I 1 o
— [ o |1 I (| [
Rgm mant) [ n o (' i ~ " 1 ] [ | [
R spos2 (min) :-I—h N . I I
Rs;:-mz{ma:} I"__;Lit * b . : :
| I | [
Respos?(min) W r - J
Rspos 7(max) " ; - H
I L
I 1 » w.
I Ideal strobe position N

t El 1

Tr=wm | | TrsiM

| |
| |
|  Rsposmin) —H F—— Rsposimay |
1 ) L] L]

Ideal TX pulse position ldeal T pulse position

Trskm . Receiver strobe margin
Rsros Receiver strobe position
Tsw: Strobe width (internal data sampling window )

S5C torence of LVDS receiver

symbol parameter condition Min Typ. Max Units

SSCMF Modulation Freg. 73 93 Khz

SSCMR Modulation Rate LVDS clock=T1MHz 3 .
center spread
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Output timing table

parameter Symbol Min Typ. Max Units | condition
DCLK Freguency Fdk - 65 71 MHz VDD=2.3V~-3.6V
DCLK Cyde Time Tk 14.1 15.4 - ns

DCLK Pulse Duty Towh 40 50 60 % Talk
Time from HSD to Source Qutput Thso 64 - DCLK

Time from HSD to LD Thid 64 - DCLK

Time from HSD to STV Thstv 2 - DCLK

Time from HSD to CKV Thohk 20 - DCLK

Time from HSD to OEV Thosy 4 DCLK

LD Pulse Width Twid 10 - DCLK

CKV Pulse Width Twcky 66 - DCLK

OEV Pulse Width Twoev - 74 - DCLK
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6. Optical Specifications

Item Symbol Condition Min. | Typ. | Max. | Unit Note
Or ®=90°(12 o’clock) 80 - - deg Note2
Viewing Angle Os ®=270°(6 o’clock) | 80 - - deg Note2
(CR210)
B/L ON oL ®=180°(9 o’clock) 80 - - deg Note2
Or ®=0°(3 o’clock) 80 - - deg Note2
Ton - 12 17 msec Note4
Response Time
Torr - 12 17 msec Note4
Note1
Contrast Ratio CR 800 1000 - -
Note3
Note1
Wx 0.259 | 0.309 | 0.359 -
Color Ch Note5
olor Chromaticity —h=°
Normal 6=®=0 Note1
Wy 0.280 | 0.330 | 0.380 -
Noteb5
Note1
Luminance L 800 1000 - cd/m?
Note7
Luminance Note1
Yu 75 80 - %
Uniformity Note6
NTSC - 45 50 - % -

Note 1:Definition of optical measurement system
The optical characteristics should be measured in dark room. After 5 minutes operation, the optical properties
are measured at the center point of the LCD screen. All input terminals LCD panel must be ground when
measuring the center area of the panel.
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Photo detector =)

Field

TFT-LCD Module

i LCD Panel
l Item FPhoto detector | Field
" : ﬁ Contrast Ratio
Luminance
The center of the screen Chromaticity R L
Lum Uniformity
Response Time BM-7A 27

Note 2:Definition of viewing angle range and measurement system
Viewing angle is measured at the center point of the LCD by CONOSCOPE(ergo-80).

Normal line ©=80°
8=0 P 12 o'clock direction
o #
.--. ! +
T, : B._ —~ -'r_h"‘".ll_ E = 1
: ";“)-:HH_ - - TL‘}\” e = /"/:
4 ~¢ s -~ Ay
; v B -l Ay :
®=180" ey g g A - ®=0°
i .~"  Active Area 7
s A
P r /-
-~ SFPC |
[ = - /_/ "/,. =
-7 ’.-’J ]
$=270"

6 o'clock direction

Fig. 1 Definition of viewing angle

Note 3: Definition of contrast ratio

Luminance with all pixels white

Luminance with all pixels black
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Note 4: Definition of Response time

The response time is defined as the LCD optical switching time interval between “White” state and
“Black”state. Rise time (TON) is the time between photo detector output intensity changed from
90% to 10%. And fall time (TOFF) is the time between photo detector output intensity changed from
10% to 90%.

(A}hite (TFT OFF) Black (TFT ON) White (TFT C)Fly
2 4 100%
22 | o0%
g2
22
Sz
3 | 10%
B X 0%
=
o

Note 5:Definition of color chromaticity (CIE1931)
Color coordinates measured at center point of LCD.

Note 6:Definition of Luminance Uniformity

The luminance uniformity in surface luminance is determined by measuring luminance at each test position 1
through n, and then dividing the maximum luminance of n points luminance by minimum luminance of n points
luminance. For more information see FIG.2.

16.7 50% 83.3
Yo Y3 Ya

© © © 16.7
Yo v Ys

O O O 50%
Ys Y7 Ys

O O O 83.3

Fig. 2 Definition of points

Note 7:Definition of Luminance (Refer Fig. 2)
Surface luminance is the luminance with all pixels displaying white.
Lv = Average Surface Luminance with all white pixels(P1,P2,P3, ...... ,Pn).
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7. Reliability Test Items

Test Item Test Conditions
High Temperature Storage Ta= +85C 240hrs
Low Temperature Storage Ta=-30C 240hrs
High Temperature Operation Ta= +85C 240hrs
Low Temperature Operation Ta=-30C 240hrs

High Temperature and Humidity

Ta=+60C, 90% RH 240hrs
Storage

-30°C/30 min ~ +85°C/30 min for 20 cycles
Start with cold temperature
end with high temperature

Thermal Shock
(Non-operation)

Contact = £ 4 kV, class B

Electro Static Discharge Air =+ 8 kV, class B
R=330Q,C=150pF

Sweep: 10Hz~55Hz~10Hz
Vibration Stroke: 1.5mm

2 hrs for each direction of X .Y. Z.
60G 6ms,tX,1Y +Z

3 times for each direction

Height: 60 cm

1 corner, 3 edges, 6 surfaces

Mechanical Shock

Package Drop Test

Notes: The test result shall be evaluated after the sample has been left at room temperature and humidity for
2 hours without load. No condensation shall be accepted. The sample will not be accepted if appear these
defects:

1). Air bubble in the LCD

2). Seal leak or Glass crack

3). Non display or abnormal display

4). Brightness reduction >50%
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. . . . PIN|SYMBOL
Front view Side view Rear View 1
2 |K1
3 |K2
4 |NC
= |k
6
7
(168.9240.2) LCM OD 8
156.21£0.2) POL. 9
6.2 (168.9240.2) LCM OD 10
154.21)LCD AA [t —(6.27)20.2 LCM 11
777 777 777 777 777 777 = 12
A ¢ 13
v 8 XXX ) (BL CODE) @ "
” 05 H.w
9
16
=] ] Q -
° 9 v o 17
m 58 [/ 7.0"TET m EMI 18
S
g & 1024*RGB*600 8 19
(=] o @ =]
8 5 8 20
& < 9 8
g 4 3 21
- MM
XK P 2
= = = = = (oo tetetotetetetetetetetetetetetet e
Y LT T AT PP ST P77 PRI AT ST ST I, ! BRI 25
RSN IS SIS SIS SNBSSV 26
2.70 MAX 21
21
g
3
- 30
bt 31
o
G- 3 32
893 —
cu Y 33
34
o 35
*2-1.0020.1 36
37
20.5£0.1 a3
39
40
LOM NOTES:
1. DISPLAY TYPE: 7.0 INCH TFT Normally Black LVDS Interface
2.VIEWING DIRECTION:U/LIDIR 80/80/80/80 4 “’ KADI DISPLAY
LEDKI 2. BACKLIGHT: 25 CHIP WHITE LED, 5S5P INTERFACE
LED K2 VF =13.5~17V:IF =5'50mA FPC Connector:  ["Waterial code: PART NO.
LEDA = 3. OPERATING TEMP: -30°C~+85°C FH52-40S-0.55H KDO70QWS134EP
4. STORAGE TEMP: -30°C~+85°C
LEDKS 5.LCD IC:HXB696 + HX8282 VIEWNG DWN REV. 7 SHEET OF
NTC 6.Luminance:1000cd/m2(TYP) 800cd/m2(MIN) DIRECTION 1.0 17
= 7.LED Life Time 50000 Hours REE CHKD TOLERANCE UNLESS
NTC- 8."( )'reference dimension.""critical dimension & SPECIFIED 0.3
9. RoHS Compliant 1.0 2023.8.17 ol PROJECTION UNIT SCALE
REV, DATE DIRECTION 3rd ANGLE @m mm 11

KADI DISPLAY
8. Mechanical Drawing
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9. Packing
Packing Method

L R — —

]
]

(I 1T

|

= = 1= 1=
=
|

= = 1= 1=

(I

One empty bag

gl

Put products onto the top __

(3) [E3]

Steps:

1. Put module into tray cavity

2. Tray stacking

3. Put 1 cardboard under the tray stack and 1 cardboard above
4. Fix the cardboard to the tray stack with adhesive tape

5. Put the tray stack into carton

6. Carton sealing with adhesive tape
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10. Precautions for Use of LCD modules

10.1 Handling Precautions

10.1.1. The display panel is made of glass. Do not subject it to a mechanical shock by dropping it from a high
place, etc.
10.1.2. If the display panel is damaged and the liquid crystal substance inside it leaks out, be sure not to get
any in your mouth, if the substance comes into contact with your skin or clothes, promptly wash it off using
soap and water.
10.1.3. Do not apply excessive force to the display surface or the adjoining areas since this may cause the
color tone to vary.
10.1.4. The polarizer covering the display surface of the LCD module is soft and easily scratched. Handle this
polarizer carefully.
10.1.5. If the display surface is contaminated, breathe on the surface and gently wipe it with a soft dry cloth. If
still not completely clear, moisten cloth with one of the following solvents:
— Isopropyl alcohol
— Ethyl alcohol
Solvents other than those mentioned above may damage the polarizer. Especially, do not use the following:
— Water
— Ketene
— Aromatic solvents
10.1.6. Do not attempt to disassemble the LCD Module.
10.1.7. If the logic circuit power is off, do not apply the input signals.
10.1.8. To prevent destruction of the elements by static electricity, be careful to maintain an optimum work
environment.
10.1.8.1. Be sure to ground the body when handling the LCD Modules.
10.1.8.2. Tools required for assembly, such as soldering irons, must be properly ground.
10.1.8.3. To reduce the amount of static electricity generated, do not conduct assembly and other work under
dry conditions.
10.1.8.4. The LCD Module is coated with a film to protect the display surface. Be care when peeling off this
protective film since static electricity may be generated.
10.2 Storage Precautions
10.2.1.When storing the LCD modules,avoid exposure to direct sunlight or to the light of fluorescent lamps.
10.2.2.The LCD modules should be stored under the storage temperature range if the LCD modules will be
stored for a long time,the recommend condition is :
Temperature : 0°C ~40°C  Relatively humidity: <80%
10.2.3.The LCD modules should be stored in the room without acid, alkali and harmful gas.
10.3 Transportation Precautions
The LCD modules should be no falling and violent shocking during transportation, and also should avoid
excessive press, water, damp and sunshine.
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